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Board of Forestry and Fire Protection 2 

“SLASH TREATMENT AMENDMENTS, 2014” 3 

Title 14 of the California Code of Regulations (14 CCR), 4 

Division 1.5, Chapter 4, Subchapters 4, 5, & 6, Article 7 5 

 6 

AMEND: 7 

§ 957                                  Hazard Reduction     8 

§ 917.2, 937.2, 957.2   Treatment of Slash to Reduce Fire Hazard   9 

 10 

§ 957 Hazard Reduction   11 

(a) This article shall provide standards for the treatment of snags and logging slash in 12 

order to reduce fire and pest safety hazards in the logging area, to protect such area 13 

from potential insect and disease attack, and to prepare the area for natural or artificial 14 

reforestation while retaining wildlife habitat. 15 

  16 

§ 917.2, 937.2, 957.2  Treatment of Slash to Reduce Fire Hazard   17 

Except in the [High-Use Subdistrict of the Southern Forest District,] Southern Subdistrict 18 

of the Coast Forest District and Coastal Commission Special Treatment Areas of the 19 

Coast Forest District, the following standards shall apply to the treatment of slash 20 

created by timber operations within the plan area and on roads adjacent to the plan 21 

area, but excluding appurtenant roads.  Lopping for fire hazard reduction is defined in 22 

14 CCR 895.1. 23 

 (a)  Slash to be treated by piling and burning shall be treated not later than April 1 of 24 

the year following its creation, or within 30 days following climatic access, or as justified 25 



in the planas follows.: 1 

 (1)  Piles created prior to September 1 shall be treated not later than May 1 of the 2 

year following its creation. 3 

 (2)  Piles created on or after September 1 shall be treated not later than May 1 of 4 

the second year following its creation. 5 

(3) Alternatives to (1) and/or (2) shall be justified in the plan by the RPF and may 6 

be approved by the Director. 7 

 (b)  Within 100 feet of the edge*****  8 


